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The radial asterism of transmission Laue spots， Ea， is used to study the plastic 
features of crystals. In present paper，εa<p of various spots for uniaxial deformation 
is expressed in terms of the angle <p between the direction of loading and radial 
one of the spot by 
εo.¥P=ε0.0 cos <p 
where Eo.o is a constant. When the measured values of Eo.'{J are plotted in a vector 
diagram between Eo.'{J and <p， the diagram is given approximately by osculating two 
circles， which fit to the above expression. It is also noted that some deviations 









































Fig. 1 Deformation of singl crystal and 
diffracted X -ray. 






p Load direction 
N: Slip plane normal 
f Slip direction 






られている。いま， Fig. 1に示したような変形におい ひずみ成分科は









p， f， N が同一面内にあるときは χ=900-~ が成立














のと仮定する。いま， Fig.2に示した Pと fとのな 3・1実験方法
す面内で， pに垂直な方向からX線を入射すると， f 供試材料は99.99%の純アルミニウムの多結晶で，
はフィルム上でPと同一方向に投影されるopf面内 これを Fig.3に示す形状に加工し，完全焼鈍した後
で回折された X線ピームのアステリズムの大きさを 電解研摩して仕上げた。この試料は0.3....2mm径の組
eαoとし， pf面と角 ψをなす面内で回折されたピー 大結品粒を有し， X線ビーム太さより大きい結品粒か







































Fig. 5 Analysis of the asterism measured. 
ムを生ずるときのフィルム上の値を d とすると，結
晶のひずみにより生じた真のアステリズムの大きさは































大きさと ψとの関係を求め， p方向を軸として eay>を
96 
プロットとたものを Fig.6に示す。(i )プロットさ るo(a)それぞれの円の直径はアステリズムの最大値
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Fig. 6 Photograph of transmission Laue patterns and distributions of 
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